Local Assistance Procedures Manual		EXHIBIT 16-T Materials Typically Accepted by a Certificate of Compliance

MATERIALS TYPICALLY ACCEPTED BY CERTIFICATE OF COMPLIANCE PER CALTRANS STANDARD SPECIFICATIONS - 2006 Edition


Material

Aluminum Pipe (Entrance Tapers, Arches, Pipe Down drains, Reducers, Coupling Bands and Slip Joints) Asphaltic Emulsion
Concrete admixtures
Corrugated Steel Pipe and Corrugated Steel Pipe Arches
Culvert and Drainage Pipe Joints Electrical Conductors/components Engineering fabric
Fiber
Lime
Liquid Asphalt Metal Target Plates Minor Concrete Mulch
Paint (Traffic Stripe) Perforated Steel Pipe Plastic Pipe
Polyvinyl Chloride Pipe and Polyethylene Tubing
Portland Cement Reinforced Concrete Pipe Reinforcing Steel Stabilizing Emulsion
Steel Piles
Structural Timber and Lumber Temporary Railing (Type K) Timber and Lumber
Treated Timber and Lumber
Soil Amendment
Structural Metal Plate Pipe Arches and Pipe Arches
Steel Entrance Tapers, Pipe Down Drains, Reducers, Coupling Bands and Slip Joints
Waterstop


* If Caltrans Standard Specifications May 2006 is part of contract specifications.

Note: Usually these items are inspected at the site of manufacture or fabrication and reinspected after delivery to the job site.
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